
Polymicro® Cartridge Filters



FSI Polymicro® filter cartridges are the result of years of experience, as well

as extensive research and development, and state-of-the art manufacturing

technology.

FSI Polymicro filters are manufactured through an exclusive process that

thermally bonds pure polypropylene microfibers with lower density at the

outside surface and progressively higher density toward the center.

Polymicro filter cartridges are nominally rated, and may be used as a pre-filter

or final filter in a wide range of applications including industrial, chemical

process, food/beverage*, pharmaceutical, cosmetics, and water applications.
*Meets FDA requirements

DESIGNED FOR HIGHER EFFICIENCY, FEWER CHANGEOUTS

Polymicro® Cartridge Filters

Graded density Polymicro filters trap
contaminants throughout the entire cross
section for improved dirt-holding capacity
and longer filter life.

Non-graded density filters hold contaminants
only on the surface area, resulting in
pressure drop and surface blinding.
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FDA COMPLIANT, NSF CERTIFIED MATERIALS
FSI’s polypropylene microfiber media complies with the appropriate U.S. Food and Drug Administration
guidelines, as outlined in the Code of Federal regulations, Title 21, Sections 177.1520 (a), (1) and Section
177.1520 (c), (1.1).

FSI’s Polymicro microfiber cartridges are certified by NSF International under ANSI/NSF Standard 42

Polymicro microfiber cartridges meet the requirements of USP Plastic Class VI as demonstrated by USP
Biological Reactivity Tests, In Vivo.

FSI POLYMICRO® ADVANTAGES
Superior capacity - particles are trapped throughout the entire cross section

Fewer filter changeouts - no surface blinding

High flow rates with low pressure drop throughout the micron range

Longer service life

Reduced fiber migration

Excellent end sealing

No chemical additives to contaminate filtrate

Broad chemical compatibility

No extractables

Easy disposal - incinerates to non-volatile trace ash

Silicone free



FSI Cartridge Vessels
We manufacture a full line of
cartridge vessels, with a variety
of piping sizes, connections
styles and materials. Our ASME
code shops have constructed
vessels holding 40-inch long
cartridges and rated at 600 psi.
Custom designed and high
pressure vessels are available
upon request.
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The Easy Open Lid Vessel for
Cartridge Filtration

The innovative Easy Open Lid
mechanism eliminates the need
for tools. Simply pump the lid
activator and in less than 30
seconds, the lid will rotate and
raise to the locked position. The
lid swings away in the locked
position for safe, unobstructed
access to filter cartridges.


